PCL-SUMO

DTDG1D04 Digital Tyre Tread Depth Gauge

A straightforward and simple to use Digital Tyre Tread Depth
Gauge measurement device with three different read
settings.

. Suitable for tyre tread depth or brake shoe and pad
wear.

. Lightweight (409g)

. Strong and robust housing material - made from extra
strong carbon fibre composite

. Easy to read large LCD display

. Zero setting in any position - allows easy "calibration"
for zero reset

. 1 battery - SR44 1.5v (supplied)

Accuracy Reading Resolution Calibration

0.2 mm 0.01 mm / 0.0005in/ 1/64 in 0-25mm/ 0-1"

m Digital Universal Service Gauge

This Digital Universal Service Gauge is self-calibrating and
features a 90 second auto power off.

. Easy to use, simply press the button and wait for the
beep

. Swivel head to allow easy access to the tyre valve

)

. Ergonomic handle for comfort in use
. Lightweight body with robust steel shaft and head
. Replaceable batteries (x2 LR44 and x1 CR2032)

. Red backlit screen for easy reading in dark or low light
areas

Accuracy Reading Resolution Calibration

+/-1 % 0.5 psi / 0.05 bar / 10 kPa 0-170 psi / 0-12
bar / 0-1200 kPa
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PCL-SUMO

Digital Tyre Pressure & Tread Depth Gauge

This easy to use 3-in-1 Digital Tyre Pressure and Tread Depth
Gauge with light is self-calibrating and features a 90 second
auto power off.

. Measures tyre tread depth in mm / inch

Accuracy Reading Resolution Calibration

LGN GEEER +/-1.5% | 0.1 psi/0.01bar/ 1 |2-100 psi/ 0.15-7
kPa / 0.01 kg/cm?2 bar / 15-700 kPa

A CGRGEREN +/- 0.2 mm | 0.01 mm / 0.001 in 0-15 mm

Depth

ATT607 12v Impact Wrench

Change your wheels effortlessly, no matter where you are.

. Supplied in Protective Case with 2 sockets (19/21 mm).
. Forward and reverse operation

. Plugs directly into a cigarette lighter socket.

. 3.8m of connecting wire

. Maximum Torque: 340 Nm / 250 ft-lb

Multifunctional Work Light

. 24 high intensity outputs LEDs that never get hot.
. LED lifetime: 100,000 hours

. 4 hours continuous use

. Requires 3 x AA batteries

Contact us:

Head office: Main Service Centre: Vasai South Regional Office: Chennai
PCL-SUMO Air Technology Pvt Ltd west@pclsumo.com
south@pclsumo.com

425 Gemstar Commercial Complex pclservice@pclsumo.com T +91 4442039027
Ramchandra Lane Extension prod@pclsumo.com +91 9381748386
Kachpada T +91 9595107242 / 9320771607/08 F +91 4442039022
Malad West
Mumbai 400064
India North/East Regional Office: New Delhi

north@pclsumo.com
sales@pclsumo.com T +91 1129534271/1498
T +91 (0)8080907242 / 8080208578 +91 9313733558
F +91 (0)22 2881 9841 / 2242108899 F +91 1129531498
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